
UT3000
Fetal / Maternal Monitor
●● 7" TFT color display
●● 3 waveform display with numerics
●● Fetal heart rate (FHR), uterine activity monitoring (TOCO)
●● Auto fetal movement trace
●● �Manual fetal movement marker, visible on waveform display and recording 
●● External 110mm recorder
●● Audible and visual alarms with adjustable limits
●● FHR1 or FHR2 selectable audio channel
●● Waterproof rating IPX8 for US and TOCO transducers
●● Maternal NIBP and SpO2/PR monitoring (optional)
●● Twins monitoring (optional)
●● Acoustic waker device (optional)
●● AC/DC operation, detachable battery



Specifications
Fetal Heart Rate (FHR)
Parameters:	 FHR1, FHR2 (optional)
Measurement Range:	 50 - 210 bpm
Accuracy:	 ± 2 bpm
Sweep Speed:	 1, 2, 3 cm/min

Uterine Activity (TOCO)
Measurement Range:	 0 - 100
TOCO Baseline:	 5, 10, 15, 20 (selectable)

Maternal Non-Invasive Blood Pressure (NIBP) (optional)
Method:	 Automatic Oscillometric
Parameters:	 SYS/DIA/MAP/Pulse Rate
Operating modes:	 Manual/Auto/STAT
Auto measure time:	 1 - 10, 15, 30, 60, 90, 120, 180, 240, 480 minute intervals
Units:	 mmHg/kPa
Cuff pressure range:	 0 - 300 mmHg
Measurement range:
 	 SYS: 30 mmHg - 254mmHg (4.0 kPa - 33.9 kPa) ●
	 DIA: 10 mmHg - 220 mmHg (1.3 kPa - 29.3 kPa)
Accuracy:	 Max. Mean Error: ± 5 mmHg (± 0.7 kPa)●
	 Max. Std. Deviation: 8 mmHg (1.1 kPa)
Over-pressure protection:	Yes

Maternal SpO2 (optional)
Philips SpO2 TechnologyMeasurement Range:	 0 - 100%
Accuracy:	 70 - 100%, depends on sensor●
	 0 - 69%, unspecified
PR range:	 30 bpm - 240 bpm
PR accuracy:	 ± 2 bpm or ± 2%, whichever is greater
Sweep Speed:	 12.5 mm/s, 25 mm/s, 50 mm/s

Data Review and Storage
72-hour trend graph of all parameters 
200 sets-all parameters/Trend Table

Display
Type:	 Color TFT LCD
Size:	 7" diagonal (15.41 cm x 8.66 cm)
Resolution:	 480H x 234V pixels
Channels:	 3 channels (FHR1/FHR2, TOCO, SpO2)

Recorder
Type:	 External thermal recorder, 2 channels
Print mode:	 waveform and text
Print speed:	 1, 2, 3 cm/min
Print paper:	 Standard Z-fold●
	� International (50 - 210): 110 mm x 100 mm x 150 pages ●

USA (30 - 240): 110 mm x 90 mm x 150 pages

Power Supply
Battery:	 Detachable battery●
	 Maximum 1.5 hours of continuous monitoring 
AC power requirements:	 100 - 240 VAC, 50/60 Hz

Safety Approval & Quality System
Safety standard:	 IEC60601-1
Quality system:	 ISO9001 & ISO13485 certified
CE marking according to MDD93/42/EEC

Weight & Dimensions
Net Weight:	 Approx. 4 kg (with battery and recorder)
Dimensions (unit):	 190H x 200W x 130D mm
Dimensions (recorder):	 80H x 200W x 180D mm

Parameters
FHR1, FHR2 (optional), Uterine Activity (TOCO), Auto/Manual Fetal Movement ●
Maternal NIBP&SpO2/PR(optional)

Languages
English, Chinese, French, Italian, Polish, Russian, Turkish, Spanish, Portuguese, Czech, German

UT3000
Fetal / Maternal Monitor

Distributor:
Specifications subject to change without notice.
Shenzhen Goldway Industrial Inc.
No.2 Tiangong Road, Nanshan District, Shenzhen, P.R. China 518057
Tel: +86 755 86278181 
Fax: +86 755 26980222
E-mail: goldwaymarketingsupport@philips.com 
www.goldwayhealthcare.com 
P/N: 452296276361


