Visually inspect the ear canal of the patient to make sure it is clean
and dry. If necessary, undertake routine ear cleansing. Note the

general direction of the ear canal.

Inspect the thermometer probe
tip. It must be clean and free
from any debris. If dirty, clean
the probe tip as per the cleaning
instructions in the user guide.

Gently insert the probe tip into
the patient’s ear canal. Seal the
opening, and ensure that the
probe tip is aligned with the
direction of the ear canal.
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The patient temperature and
the probe cover eject icon will
be displayed on the screen.

Push the probe tip firmly into
a new AccuSystem™ probe
cover. Dashes will appear on
the LCD screen with the mode
that has been selected.

Press and release the large
triangular scan button.
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Press the eject button to
release the probe cover into a
waste receptacle.

Remove the thermometer from
the base unit by firmly grasping
the handle and lifting it from
the base.

Ensure that the probe cover is

correctly positioned on the probe

tip. None of the metal probe tip
should be visible when the probe

cover is in place. Inspect the probe

cover to ensure that there are no
holes or tears in the plastic film.

Remove the probe tip from the
ear as soon as the triple beep
is heard.

Return the thermometer to the
base unit for storage.

Pulse Timer Mode

1. Press and hold the timer
button to activate the pulse
timer mode. The screen will
display 00.

. Press the timer button
(above) to activate the timer,

which will run from 0-60
seconds.

. The thermometer will
sound a single beep after
15 seconds, 2 beeps after 30
seconds, 3 beeps after 45
seconds and 4 beeps after
60 seconds. At the end of 60
seconds, the thermometer
will return to the “sleep”
mode.

. Pressing the timer button
at any point while using the
pulse timer will stop the
timer and activate the “sleep”
mode.

FOR MORE INFORMATION
CALL: +44 (0) 203 027 1757
EMAIL: UKSALES@COVIDIEN.COM
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Temperature recall

10 seconds after a temperature
has been taken, the
thermometer will enter into
“sleep” mode. To recall the last
temperature taken, press and
release the scan button. This
temperature will be displayed
on the screen for ten seconds.

Sleep Mode

If the Genius™ 2 thermometer
has a probe cover attached
but is left unused for 30-40
seconds the thermometer
will enter a power saving
“sleep” mode. To reactivate
the thermometer, eject the
attached probe cover and
install a new one.
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